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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

(4 startup e % 7 %y el :+/ 2¢ ol O
[J Shutdown s 0
I Walfunction 3-6-13 gl 3713 jjipl 224 2o Complete Section 2 Below
[] Non-malfunction 3% R i :
Date Form Filled Qut: 3~ 713 | Signature: % é/z, G e—

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

W//"/éf‘ A ,4 = JL% )

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or

2 measure/detect uncombusted gas flow?). IE/
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfil gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

Determine if the malfunction causing an unsafe operating condition (air B/

O

%

mpooow

Determine if other personnel/resource (qualified technician, electrician,
4. | consultant or other) are needed for malfunction diagnosis.
If other personne! or resources are not needed, go fo No. 6.

Contact qualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

i

6. Start malfunction diagnosis. :

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource:

a. Record contact name, date and time:
Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

1 Record date that malfunction occurred, date that malfunction was repaired,
" | and total time that system was out of service in boxes in Section 1 of this form.

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

QDDDDEE O DQ O

ORR|PRO| § §o|R

13 If the procedures listed above were not followed, contact the site engineer
| immediately.
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Site Name: Cottonwood Hills Recycling and Disposat Facility

Startup / Shutdown / Malfunction Report Form

stion 1 — All Events
Military Time SOP* Followed?
Event Code
.ype of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

[J Startup 0 0
[+Shutdown 3.- /5,13 Qo /4 = 0O

[] Malfunction Complete Sectcon 2 Below
] Non-malfunction e TR

13

Date Form Filled Out: 72~

Comments: 4 (/7//‘;/5‘- //:P/('a

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
=*|f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

r=

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

O

O

Determine if landfill gas being released to the air (can you smell landfill gas, or

measure/detect uncombusted gas flow?).
if landfil] gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

~oapop

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource;
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Stari malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other).
If other resources are not needed, go to No. 8.

o &g 4a|d

B & 2|8

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record starfup times and dates on this form.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

Oogojogoag

opoaoiogo

If the procedures listed above were not followed, contact the site engineer
immediately.
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MM/ 7 (’7 Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

~tion 1 — All Events
Military Time SOP* Followed?
Event Code
.ype of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

[ Startup , = 0
[g-8hutdown 2-/5°13 ﬂf/ é B 0
[] Malfunction Complete Section 2 Below
] Non-malfunction = T ——

s Ky

B «; A Signature: ;ﬁ %,-

Comments: % /4 7}/5//& /’6?/4/ & ﬂﬁ/r/ﬂé V2 f{:_f/r'a/ {/ % ’ frfv/:n %’/ﬂ
| / i /Z / -// 7/ ﬂ’/ i CEm 7?77 2% 4 /e
& ben foste v/l s # 4 / o [ins

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan Wc //4f 7
«*|f SOP in SSM Plan was not followed, notify site engineer immediately.
//1;/ & j/(j;z' y o4

~)513
Date Form Filled ng: -

Section 2 —~ Malfunction Events Only
Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may 0 0
harm peaple, the environment or the tandfill gas control equipment.
| If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or

2. measure/detect uncombusted gas flow?). O 1
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions
Place a temporary cap on piping ‘ 0 0
Apply other device (i.e., duct tape)
Shut down blower
Turn off main power disconnect switch to blower
Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5, a. Record contact name, date and time:
b. Contadt site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go to No. 8.
8 Contact qualified resource:

' a. Record contact name, date and time:
9. Fix the malfunction.
0 Once the malfunction is fixed, restart the system per SOP if it had been shut

" | down, and record startup times and dates on this form.
Record date that malfunction occurred, date that malfunction was repaired,
_ and total time that system was out of service in boxes in Section 1 of this form.

| Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
If the procedures listed above were not followed, contact the site engineer

immediately.

~paooow

O

ooo|logol o O o
ooojogo| o ool o
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WASTE MANAGIEMEN‘!‘

Startup / Shutdown / Malfunction Report Form
Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No™
form)
(=T Startup 34%1)  gagy | 34547 gz ; , 7/ E/ O
] Shutdown 0 0

Complete Section 2 Below

] Non-malfunction

47
[ Malfunction 31713 ;22| 3.4%./3 P 27
— 27 oy —

s

Date Form Filled Out; 3~/ ¥ y4% ‘?’ e : Signature: 4& ﬁ ’/‘é_'(,.—,g_

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatlc) and Shutdowns are provided mSSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Wenhen [/"ﬁ'//%/

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may B/ 0
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2 measure/detect uncombusted gas flow?).

If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape) O B
Shut down blower

Turn off main power disconnect switch to blower

) Other (Describe):

Determine if other personnel/resource (qualified technician, electrician,

E'k
(|

~oaoop

down, and record startup times and dates on this form.

11 Record date that malfunction occurred, date that malfunction was repaired,
" | and total time that system was out of service in boxes in Section 1 of this form.

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

If the procedures listed above were not followed, contact the site engineer
immediately.

4. consultant or other) are needed for malfunction diagnosis. = O
If other personne! or resources are not needed, go fo No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: O [
b. Contact site representative with lnformatlon recorded in No. 5.a.
6. | Start malfunction diagnosis. [4— |
Determine if other resources are needed to fix the malfunction (qualified
7 technician, electrician, contractor, on-site resources, manufacturer's e 3
. representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource: B
8. a. Record contact name, date and time: O
Fix the malfunction. L [l
10. Once the malfunction is fixed, restart the system per SOP if it had been shut Df n
- O
[ L
O Rl

13.
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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No*™
form)

E—sfaﬁup 2-29-3 Bivp| 3. 2947 242 324) ! / F O
= Shutdown 3.29-/3 3 __is¢p| 3 2773, l’,f, )3 & & O
[} Malfunction Complete Section 2 Below
[ Non-malfunction

// = ] :
Date Form Filled Out: '2 ; > Signature: % < %""‘

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**if SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only Wﬁ/ Y sn / P &

Check one of the folfowing for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may ] 0
harm people, the environment or the landfill gas.control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). ] O
If fandfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or [andfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping ] m
Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower
Other (Describe):

~oao0op

Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

Contact qualified resource:
5 a. Record contact name, date and time:
b. Contact site representative with mformatton recorded in No. 5.a.

6. Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are not needed, go to No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut

10. down, and record startup times and dates on this form.

11 Record date that malfunction occurred, date that malfunction was repaired,
" | and total time that system was out of service in boxes in Section 1 of this form.

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

ooojopo] o oo g
IO 3 B 0 | O

13 If the procedures listed above were not followed, contact the site engineer
| immediately.
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WASTE MABIAGE.MEN‘I'

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events
i S

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

[ Startup “-y-(3 bms/a 517 s M / = O
(& Shutdown of-5-13 33 7/" 513 ] /5 ) . 0
L] Malfunction ; Complete Section 2 Below
[J Non-malfunction RS i ; :
Date Form Filled Out: A% 2 ! : < : Signature: 7}& 4«9 %

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatlc} and Shutdowns are provided in SSM Plan
*If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Maifunction Events Only /é%é/-m—’éu CE o %}W(’}‘L

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may m 0
harm people, the environment or the landfill gas.control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). O _ O
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

a. Close nearest valve to source of emissions

b. Place a temporary cap on piping O 0

c. Apply other device (i.e., duct tape)

d. Shut down blower

e. Turn off main power disconnect switch to blower

f.  Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4. consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with |nformat:on recorded in No. 5.a.
6. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource:

a. Record contact name, date and time:
Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
11 Record date that malfunction occurred, date that malfunction was repaired,

" | and total fime that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it. and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer
| immediately.

10.

Boyaigonl O O 0| O

opojogo] o ooy o
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

ction 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No™**
form)

D S{artup E] El
[4-shutdown e~ %3 /&?2 Lo B ]
[ ‘Maffurction Complete Section 2 Below
] Non-malfunction : : ¥

of . ’/'
Date Form Filled Out: #

J‘ Signature: 'éé"“ﬂ’ %""’
B 7z 7

Comments: /40'/""0 Hred .

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
*|f SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may O] 0
harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). 1 |
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions
Place a temporary cap on piping - 0
Apply other device (i.e., duct tape)
Shut down blower
Turn off main power disconnect switch to blower
Other (Describe):
Determine if other personnel/resource (qualified technician, electrician,
4, consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.
Contact qualified resource:
8. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.
6. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified .
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go fto No. 9.
Contact qualified resource:

a. Record contact name, date and time:
Fix the malfunction.
Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
1 Record date that malfunction occurred, date that malfunction was repaired,

* | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer

| immediately.

mP o0 TP

ogoojopoal o @Oafl o
oooiogo)] 0o g o) o
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Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events
e L SR

Startup / Shutdown / Malfunction Report Form

WASTE MANAGEMENT

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
[J-Startup (v shep 4517 . i / B 0
[ Shutdown ot )53 2090 PrIEY Jop 27 g i o O

[] Malfunction

[] Non-malfunction ‘ﬁ_

Date Form Filled Out: €7~ / g / j

&
g &3
Signature: ,%) £

Complete Section 2 Below

i

*Standard Operating Procedure (SOP) for I‘-:lére Startups (Manual & Adtomatic) and Shutdowns are providedin SSM Plan
if SOP in SSM Plan was not followed, notify site fgg’;rie‘ef?}nyméedlge‘lly. A,

Leg K O
Section 2 - Malfunction Events Only Clewtn Fer 5 dtw [Prdnies

v gl Lower

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable |

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smaoking, vibration, or other problem), which may
harm people, the environment or the landfill gas.control equipment.

If conditions are unsafe, noftify your supervisor and follow steps under No. 3.

O

a

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

"o po0oD

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

O

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis. :

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturers
representative, or other).

If other resources are not needed, go to No. 9.

O 0O O

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

10.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

T,

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

oooofpol 0o go)o

ogoojoO;a
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

WASTE MANAGEMENT

Section 1 — All Events
S

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

[-Startup 577234/ 5027 L ) A & O
[+ Shutdown 5473 510y f,}?,z’ 3 36 oo / = 0
[J Malfunction Complete Section 2 Below
[J Non-malfunction

Date Form Filled Out: 5 -/ 713

‘ Signature:

,,, z} //

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM’PIan

**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only /Wa?,;;«éw L i /"/awt:—?

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas.control equipment,

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

O

d

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Cther (Describe):

moao0op

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with mformatlon recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are not needed, go to No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

11.

Record date that malfunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

12,

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

Opoo|ogo|] o o a| o

oooooo| o oo o
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WASTE MAMAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

i Section 1 — All Events
E—

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
2% a3 :

il G e A o O
[« Shutdown 5’”"@? ‘gﬁ _(4’ 75‘, 3.3 _Z = 0
L1 Malfunction Complete Section 2 Below
[J Non-malfunction E { :

l,/'
Date Form Filled Qut: { ~2¢ /3

. Signature: /‘/782‘ 45*///4’,(4___,

*Standard Operating Procedure (SOP) for Flare Startups {Manual & Automat:c) and Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Maifunction Events Only

/V///ﬂ/hfu'%,é"n/ & o Wt/ #’4 r//

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas. control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

O a

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blawer

Turn off main power disconnect switch to blower

Other (Describe):

~0o0op

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are nol needed, go to No. 6.

O

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with informatlon recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturers
representative, or other).

If other resources are nof needed, go to No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

11,

Record date that malfunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

12,

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

Oogoojooof o g o) g

oooiogo| o 4O o
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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)
Pl
W . -

[T Startup 426 2 ?A/é’f Zow /3 4‘/?_ I {, [EF— O
[ Shutdown 5.2043 357 | 5 = 20-(% ‘#‘!y Vs e = O
[] Malfunction Complete Section 2 Below
[1 Non-malfunction ‘
Date Form Filled Out: § - 2 7

*Standard Operating Procedure (SOP) for Flare Startups (Manuai & Automat:c} and Shutdowns are provided in é"SM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only /’¢ 4 rau ’dfbﬂf O M'/?’Ae—//

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may O 0
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or
2. measure/detect uncombusted gas flow?). B ) O
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping | 0
Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

Determine if other personnel/resource (qualified technician, electrician,

~oppop

and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file,

If the procedures listed above were not followed, contact the site engineer
immediately.

4, consultant or other) are needed for malfunction diagnosis. | O
If other personnel or resources are nof needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: B o
b. Contact site representative with mformatlon recorded in No. 5.a.
6. | Start malfunction diagnosis. ] ]
Determine if other resources are needed to fix the malfunction (qualified
7 technician, electrician, contractor, on-site resources, manufacturer's O 0O
’ representative, or other).
If other resources are not heeded, go to No. 9.
8 Contact qualified resource: | 0
) a. Record contact name, date and time:
Fix the malfunction. [] ]
10 Once the malfunction is fixed, restart the system per SOP if it had been shut . O
" | down, and record startup times and dates on this form.
11, Record date that malfunction occurred, date that malfunction was repaired, | |
] i
O O

13.

Page 1 of 3

WMO01765



Section 1 — All Events

s

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwoed Hills Recyeling and Disposal Fagility

WASTE MMAMNAGEMENT

[] Non-malfunction

_Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
e form)
1 itaﬁup 2/ ? 152/ 5,2/ 5531 il / = gl ]
[4 Shutdown P /A3 9,/4/} ET et 5“’6’ 77 r B~ O
[ Malfunction Complete Section 2 Below

Date Form Filled Out: 4 ~ L2/ -] a

=

Signature: ‘J&‘ & } %"-——-’

*Standard Operating Procedure (SOP) for Flare Staﬂups (Manual & Automatlc) and Shutdowns are provided in §SM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only  #/£¢ @(/m/ /ﬁ‘hq /

Check one of the following for each step:

Step

Carrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas.control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

O

a

Determine if landfill gas being reieased to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

S ENEE

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

O

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with lnformanon recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the maifunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are nof needed, go to No. 9.

2 3 =

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

11.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12,

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

OooooooOo| d Qo) o

oooaianoo
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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Military Time ' SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

Ll-3 /3 " 26-/73

L b2l 30, 572 7344 e b B O
E’ Shutdown I5/_ 2{(&—/3 C‘/’Vﬁ 5”2 c”/z?;lﬂ ' 2 é’ a/ D
L1 Malfunction Complete Section 2 Below
[0 Non-maifunction B T =
Date Form Filled Out; 4~ 2643 | Signature Kle > djl i %‘—\

*Standard Operating Procedure (SOP) for Flare Startps (Manual & Automatic) and Shutdowns are provided in“SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only /%ﬁf /‘V'(‘?& (E  pr Wé/ ¥ 4‘ ¢ / /

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may n |
harm people, the environment or the landfill gas. control equipment,

If conditions are unsafe, notify your supervisor and foilow steps under No. 3.

Determine if landfill gas being released to the air (can you smell landfill gas, or
2. | measure/detect uncombusted gas flow?). 1 ]
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping O] |
c. Apply other device (i.e., duct tape)
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe):

Determine if other personnel/resource (qualified technician, electrician,

down, and record startup times and dates on this form.

1 Record date that malfunction occurred, date that malfunction was repaired,
" | and total time that system was out of service in boxes in Section 1 of this form.

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

4. censultant or other) are needed for malfunction diagnosis. O 1
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time: O O
b. Contact site representative with information recorded in No. 5.a.
6. | Start malfunction diagnosis. : O |
Determine if other resources are needed to fix the malfunction (qualified
7 technician, electrician, contractor, on-site resources, manufacturer's O [
’ representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource: 0 0
a. Record contact name, date and time:
Fix the mailfunction. O O
10 Once the malfunction is fixed, restart the system per SOP if it had been shut | O
O a
Ol [
O O

If the procedures listed above were not followed, contact the site engineer
immediately.

13.
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Site Name: Cottonwood Hills Recycling and Disposal Facility

«
WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

Section 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

[4 Startu gl 7 52517

g 52] /’6'1:?4»? e _;/ 10 Q/ O
[] Shutdown O O
E4Malfunction 14" 271} Yoy 5250 40, 2./ 2c Complete Section 2 Below
] Non-malfunction : : i
Date Form Filled Out: 525 7 | Signature: A L3 /&«——

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Autatind Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only @w/ /ema,ﬂ Far / c’—l/.

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the environment or the landfill gas. control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

= a

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

L
O

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

~oapow

A

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go fo No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis. :

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are not needed, go to No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

10.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

1.

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

SMYIVRER RS
FDEI []EILT‘! £l I"_'IIE\ZI ]
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Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwoed Hills Recycling and Dispesal Facility

.
WASTE MAMAGEMENT

Section 1 — All Events
Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

(4 Startup 529D ypyet | 529434504 of 2¢ B O
[1 Shutdown 0 O
k4" Malfunction - 2 2 52,4‘ 2.1 ”} il lz 7, 2¢ Cornplete Section 2 Below
] Non-malfunction :

Date Form Filled Out: 5/2' //3

> M

*Standard Operating Pracedure (SOP) for F!are Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

( 6’4—1/ 5 K/n}/? é/owﬁ/—

Check one of the following for each step:

Step

Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or other problem), which may
harm people, the envirenment or the landfill gas.control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

\

a

Determine if landfill gas being released to the air (can you smell landfill gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

\

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

000 oD

O

1

Determine if other personnel/resource (qualified technician, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnef or resources are not needed, go to No. 6.

Contact qualified resource:
a. Record contact name, date and time:
b. Contact site representative with mformat]on recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the maifunction (qualified
technician, elecfrician, contractor, on-site resources, manufacturer's
representative, or other).

If other resources are not needed, go to No. 9.

Contact qualified resource:
_a. Record contact name, date and time:

Fix the malfunction.

10.

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

11.

Record date that malfunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

12.

Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.

13.

If the procedures listed above were not followed, contact the site engineer
immediately.

SHETRTY N TR

pHOoOAR 0 pg|o
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WASTE MANAGE.MENT

Startup / Shutdown / Malfunction Report Form

Site Name: Cottonwood Hills Recycling and Disposal Facility

Section 1 — All Events

Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
form)

[ Shutdown = M
el inalicn gep 4 i 129 i 7 2J Complete Section 2 Below
] Non-malfunction L o RS 3

e e e o R
Date Form Filled Out: 523 (~(} f Signature: % /} ‘/‘/

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatrc) and Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only F gl / oy %fwﬂ- »
Fd

Check one of the following for each step:

Step Corrective Action Procedures for All Malfunctions Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating conditicn (air
entering landfill or piping, smoking, vibration, or other problem), which may 0
harm people, the environment or the landfill gas control equipment. [S:

If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfill gas, or

2 measure/detect uncombusted gas flow?). E/
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

Determine if other personnel/resource (qualified technician, electrician,

4, consultant or other) are needed for malfunction diagnosis.

If other personnel or resources are not needed, go te No. 6.

Contact qualified resource:

5. a. Record contact name, date and time:
b. Contact site representative with 1nformat|on recorded in No. 5.a.

"o ooop
O

6. | Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource:
a. Record contact name, date and time:
Fix the malfunction.

N

Once the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.
1 Record date that malfunction occurred, date that malfunction was repaired,

" | and total time that system was out of service in boxes in Section 1 of this form.

EIEIDJE% | [:JEQ O

12. | Sign this form, copy it, and place it in the Startup Shutdown, Malfunction file.
13 If the procedures listed above were not followed, contact the site engineer
* | immediately.

oRegRal 8 go| s

?
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Startup / Shutdown / Malfunction Iieport Form

Site Name: Cz'{'ﬁ*u\uso#f

™ WD WY,
IWASTE MAMNAGEVIENT

xction 1 — All Events
) : Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
y form)
:Eis*tartup CHTIT i o2 s o -\ j X 0
A" Shutdown G piio 2B oo | ey \ bl O
[J Mmalfunction . Complete Section 2 Below
[J Non-malfunction T T ‘
o — s i oA L :
Date Form Filled Qut: & 17413 Ly Al | signature: M; /\(,_/' £ / :
‘ S n i o T
Comments: Clsat RE Lanlgw_ a8 iR -?,;J&_ Q‘{-_',(‘.;n.-'g.__ e ol VAP o) Rozcondiog u“y{-ni 1&,;)\ Coc)20 1T,

*Standard Operating Procedure (SOP) for Flare Startu

**If SOP in S8M PJan was not followed, notify site engineer immediately.

ps (Manual & Automatic) and Shutdowns are provided in SSM Plan

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step |

Corrective Action Procedures for All Malfunctions

Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or otherproblem), which may
harm people, the environment or the landfill gas control equipment.

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

] -

Determine if landfill gas being released to the air (can you smgll landfili gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

If unsafe operating condition exists, or landfill gas is being released to the arr,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

me oo o

O
N

Determine if other personnel/resource (qualified technlbian, electrician,
consultant or other) are needed for malfunction diagnosis.
if other personnel or resources are not needed, go to No. 6.

Contact qualified resource:
a. Record contact name, date and time:

b. Contact site representative with information recorded in No. 5.a. ’

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other),
If other resources are not needed, go to No. 9.

il ol

Contact qualified resource:
a. Record contact name, date and time:

©f =

Fix the malfunction.

Ly
o

Orice the malfunction is fixed, restart the system per SOP if it had been shut
down, and record startup times and dates on this form.

N OO

-

Record date that malfunction occurred, date that malfunction was repaired,
and total time that system was out of service in boxes in Section 1 of this form.

12,

Sign this form, copy it, and place it In the Startup Shutdown, Malfuncticn file.

If the procedures listed above were not followed, contact the slte engineer
immediately.

NOologd| o 0N | O

Oy oy
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Startup / Shutdown / Malfunction Report Form
site Name: C oftoruwoc)

T Yl VT,
WASYE MANAGEVMENT

:ction 1 — All Events
‘1 5

SOP* Followed?

Military Time
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
' farm)
R lf. % ‘3 s 7

4 startup - b s [CVIB 6 - DR ‘gq' 0
B Shutdown G UVIR in Q“ﬁ-’\% oszy | Y.\ 9 @, 0
[ Malfunction R S N Complete Section 2 Below
(] Non-malfunction 3 — 7

5. B —— — =T Gl . b

" e )2 = s

Date Form Filled Qut: 1 +1&- 13 ¥ é %;‘? | Signature: })C _-//,Z-\ : \>é-/\ c‘// P
Comments: ~ _ (. <afc ‘S-;,w.%;, water v doo o Sop '_Puw-ﬁd: {ﬁ..\(»fm-{ brzslken .

**If SOP in SSM Plan was not followed, notify site engineer immediately.

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

Section 2 — Malfunction Events Only
T Check one of the following for each step:
Step Corrective Action Procedures for All Malfunctions ) Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
y entering landfill or piping, smoking, vibration, or otherproblem), which may /B[ O
7 harm people, the environment or the landfill gas control equipment.
If condiitions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smgll landfill gas, or 8
2. | measure/detect uncombusted gas flow?). AL 0
if landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, ar landfill gas s being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping -
3. c. Apply other device (i.e., duct tape) -D =
d. Shut down blower
e. Turn off main power disconnect switch to blower
f.  Other (Describe): i
Determine if other personnel/resource (qualified technician, electrician,
4, consuitant or other) are needed for malfunction diagnosis. /Q’ O
If other personnel or resources are not needed, go to No. 6. . %
Contact qualified resource:
5. a. Record contact name, date and time: P O
b. Contact site representative with information recorded in No. 5.a. )
6. Start malfunction diagnosis. Bl 0]
Determine if other resources are needed to fix the malfunction (qualified T
7 technician, electrician, contractor, on-site resources, manufaciurer's P .
" | representative, or other),
If other resources are not needed, go to No. 9. )
Contact qualified resource:
& a. Record contact name, date and time: 0 =
9. Fix ihe malfunction. = T
10 Once the malfunction is fixed, restart the system per SOP if it had been shut 5 0
%" | down, and record startup times and dates on this form.
1 Record date that malfunction occurred, date that malfunction was repaired, = 0
" | and total time that system was out of service in boxes in Section 1 of this form.
12, _| Sign this form, copy it, and place it In the Startup Shutdown, Malfunction file. P ]
If the procedures listed above were not followed, contact the site engineer
Qs‘ L immegiate]y. A B J
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WASTE MANAGEMENT

Startup / Shutdown / Malfunction Report Form

:ctipn 1 — All Events
F Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
: form)
DicStartup s R el T il L = n
J={ Shutdown T T 1L, G AT O
[J Malfunction Complete Section 2 Below
[ Non-malfunction 4 ]
. s, e S Ty /f

'?* Signature:&/fz”‘: M ﬁ{(}-// '

4 e
u'S-nj Qbuo,«_gtti ﬁuJ\".

o

Date Form Filled Qut: 2 *(€ -5 by ‘ 7

Comments: LJE;:JEA f e o KD}%,,: Biocwzue

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in S8M Plan
**If SOP in S5M Plan was not followed, notify site engineer immediately.
Section 2 — Malfunction Events Only

Check one of the foﬂowing for each step:

Step | Corrective Action Procedures for All Malfunctions . Procedure completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
) entering landfill or piping, smoking, vibration, or otherproblem), which may . Pl O

harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smgll landfiil gas, or
2. measure/detect uncombusted gas flow?). P O
If landfill gas is being released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas Is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions
Place a temporary cap on piping 0 Jag
Apply other device (i.e., duct tape) ‘
Shut down blower
Turn off main power disconnect switch to blower
Other (Describe): ; .
Determine if other personnel/resource (qualified technician, electrician,
4. | consultant or other) are needed for malfunction diagnesis.
If other personnel or resources are not needed, go to No. 6.
Contact qualified resource:
5. a. Record contact name, date and time:
b. Contact site representative with information recorded in No. 5.a. .
6. Start malfunction diagnosis.
Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's
representative, or other).
If other resources are not needed, go to No. 9.
Contact qualified resource:

a. Record contact name, date and time:

Fix the malfunction.
10 Orice the malfunction is fixed, restart the system per SOP # it had been shut
+""<" | down, and record startup times and dates on this form.
1 Record date that malfunction occurred, date that malfunction was repaired,
| and total time that system was out of service in boxes in Section 1 of this form.
12. _| Sign this form, copy It, and place it in the Startup Shutdown, Malfunction file.
If the procedures listed above were not followed, contact the site engineer

immediately. 3
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Startup / Shutdown / Malfunction Report Form

me (7::)/'7%”‘) ’u\JC"Df—'Jé

" 2 T,
WASTE MANAGEMENT

Site Na

‘ction 1 — All Events

s Military Time SOP* Followed?

Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No**
; form)
22T ' 23y

EF-Startup T3 ey BT e 0.\ VL g O
Bd=Shutdown (123 2oz C_-,-l;’-'l? azy | io-1 o ey 0
L Malfunction Complete Section 2 Below
[J Non-malfunction i3 2] '3
Date Form Filled Out: 7 -1k 13 ,} ‘ S Signam;e;ww }>4_/L/c " / 3

g : 5 SR
CRMMEnE: "y . @u“rgsi . Apntcey ?ﬁrhgmwd«j Wor X,

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan
**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the fuliowing for each step:

Step | Corrective Action Procedures for All Malfunctions

Procedun; completed | Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air
entering landfill or piping, smoking, vibration, or otherproblem), which may
harm people, the environment or the landfill gas control equipment.

If condifions are unsafe, notify your supervisor and follow steps under No. 3.

A O

Determine if landfill gas being released to the air (can you smgll landfifi gas, or
measure/detect uncombusted gas flow?).
If landfill gas is being released, follow steps under No. 3.

= O

If unsafe operating condition exists, or landfill gas Is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:

Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

Other (Describe):

moaoow

O
1N

Determine if other personnel/resource {qualified techniéian, electrician,
consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

Contact qualified resource:
a. Record contact name, date and time:

b. Contact site representative with information recorded in No. 5.a.

Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufacturer's

representative, or other),
If other resources are not needed, go to No. 9.

Contact qualified resource:
a. Record contact name, date and time:

Fix the malfunction.

Orice the malfunction is fixed, restart the system per SOP i it had been shut
down, and record startup times and dates on this form.

Record date that maifunction occurred, date that malfunction was repaired,

and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it in the Startup Shutdown, Malfuncticn file.

If the procedures listed above were not followed, contact the site engineer
immediately.

PNNaND| NN ofh
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Startup / Shutdown / Malfunction Report Form

Site Name:_ C Of;b/auwn.-f

e

W W2 VT,
WASTE MANAGEMENT

:ction 1 — All Events
| Military Time SOP® Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration (hours) (see back of Yes No™
. form)
T =
L4 Startup R G2 IS i a9 g =
fF Shutdown 233 143 (9-?3':;-3 Wi 1.4 qi R/ 0O
[] malfunction Complete Section 2 Below
[J Non-malfunction 0 1 .' B
Date Form Filled Qut: "2 - 1517 7. W signature:\ e —] - \_—T7 <5 / \
%‘ Ly i v ¥ ” N "] L /

Comments: Xy, ¢ Tnmg ,(:Y\--..‘effx&. Cergocted

AM‘.’\I\.!I?—E, -

\A_‘iﬂ‘t‘tﬁ__ 3'{"&’\'(&3 Q'Qﬁpuw—-@- 8]

ot b Tep \‘»—3 km."x_m)f.‘hrh

*Standard Operating Pracedure (SOP) for Flare Startups (Manual & Automatic) and Shutdowns are provided in SSM Plan

**If SOP in SSM Plan was not followed, notify site engineer immediately.

Section 2 — Malfunction Events Only

Check one of the following for each stap:

Step | Corrective Action Procedures for All Malfunctions

Procedure completed

Procedure Not Applicable

Determine if the malfunction causing an unsafe operating condition (air

} harm people, the environment or the fandfill gas control equipment.

entering landfill or piping, smoking, vibration, or otherproblem), which may

If conditions are unsafe, notify your supervisor and follow steps under No. 3.

Ja|

O

2. | measure/detect uncombusted gas flow?),
If landfill gas is belng released, follow steps under No. 3.

Determine if landfill gas being released to the air (can you smgll landfill gas, or

stop (if possible) landfill gas flow by one or more of the following:
Close nearest valve to source of emissions

Place a temporary cap on piping

Apply other device (i.e., duct tape)

Shut down blower

Turn off main power disconnect switch to blower

f. _ Other (Describe):

Pooop

If unsafe operating condition exists, or landfill gas is being released to the air,

[

Iy

Determine if other personnelfresource (qualified technléian, electrician,
4, consultant or other) are needed for malfunction diagnosis.
If other personnel or resources are not needed, go to No. 6.

Contact qualified resource:

5, a. Record contact name, date and time:

b. Contact site representative with information recorded in No. 5.a. y

6. Start malfunction diagnosis.

Determine if other resources are needed to fix the malfunction (qualified
technician, electrician, contractor, on-site resources, manufaciurer's

representative, or other),
If other resources are not needed, go to No, 9.

NN ol

Contact qualified resource:
a. Record contact name, date and time:

8.
9. Fix the malfunction.

down, and record startup times and dates on this form.

Once the malfunction is fixed, restart the system per SOP ¥ it had been shut

.

’ Record date that malfunction occurred, date that malfunction was repaired,
"__| and total time that system was out of service in boxes in Section 1 of this form.

Sign this form, copy it, and place it In the Startup Shutdown, Malfuncticn file.

If the procedures listed above were not followed, contact the site engineer
immediately.

ON O NE O
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Startup / Shutdown / Malfunction lieport Form

Site Name:_ Cﬂﬁ/bu il

B PRI VT,
WASTE MANAGEMENT

“:ctigon 1 — All Events
e Military Time SOP* Followed?
Event Code
Type of Event DatefTime Start | Date/Time End | Duration (hours) (see back of Yes No**
: form)
. A= 4% g .
[&startup WS gy P 'aeys i d \ o ‘Q’ O
24 shutdown T s | LY L g‘g( m

[J Malfunction Complete Section 2 Below
[J Non-malfunction £ 0 @

g i o s s e k1 PA

Date Form Filled Qut: 71312

gy
hie

=
|

; Signature:M M ([/ )

Z

CommENE Fawex. Ootess . Acke Restradt

*Standard Operating Procedure (SOP) for Flare Startu

**If SOP in SSM Plan was not followed, notify site engineer immediately.

ps (Manual & Automatic) and Shutdowns are provided in SSM Plan

Section 2 — Malfunction Events Only

Check one of the following for each step:

Step | Corrective Action Procedures for All Malfunctions . Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
1 entering landfill or piping, smoking, vibration, or otherproblem), which may
7 harm people, the environment or the landfill gas control equipment. )Z -
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smegll landfill gas, or .
2. measure/detect uncombusted gas flow?). ,[2’ [
If landfill gas Is belng released, follow steps under No. 3.
If unsafe operating condition exists, or landfill gas is being released to the ar,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
3. ¢. Apply other device (i.e., duct tape) O /Z]
d. Shut down blower
e. Tum off main power disconnect switch to blower
f. _ Other (Describe): : B
Determine if other personnel/resource (qualified technician, electrician,
4, consultant or other) are needed for malfunction diagnosis. /Ej O
If other personnel or resources are not needed, go to No. 6. 5 &
Contact qualified resource:
5. a. Record contact name, daté and time: O =
b. Contact site representative with information recorded in No. 5.a. ) X
6. | Start malfunction dlagnosis. P=i O
Determine if other resources are needed to fix the malfunction (qualified T s T
7 technician, electrician, contractor, on-site resources, manufaciurer's Pl 0
" | representative, or other), _
If other resources are not needed, go to No. 8.
Contact qualified resource:
& a. Record contact name, date and time: D, AT
9. | Fix the malfunction. = L
10 Orice the malfunction is fixed, restart the system per SOP if it had been shut = 0O
""%" | down, and record startup times and dates on this form,
’ Record date that malfunction occurred, date that malfunction was repaired, = 0
__| and tofal time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it In the Startup Shutdown, Malfunction file. 7 ]
If the procedures listed above were not followed, contact the site engineer
{13 | immediately. O 1 ]
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Startup / Shutdown / Malfunction Report Form

Site Name;_ C)'f“/zt:» LoD O J

o ST vF T,
WIASTE MANAGENMENT

“sction 1 — All Events
. Military Time SOP* Followed?
Event Code
Type of Event Date/Time Start | Date/Time End | Duration {hours) (see back of Yes No**
) form)
B VS B T g
Bd~startup i B e N | (:i 0
A7 Shutdown R Damn (TP | 28 i Ky O
[J Malfunction Complete Section 2 Below
[J Non-malfunction LR T :
§ s - e " ‘,——_ — T - :_ v.:l, i fit s
Date Form Filled Out: 1-1%+15 TR i 5 4 | signature: ‘P\/ S W(’ w3 / ‘
; 5 M s il e
Chend> Eeoenkir oftcs jusieil n:j - evs oo

Comments: Contanctan Erded be Restedd
[enNSorS {"—P@ofjr‘.ﬂvwf‘-:) \fc“mriﬁwﬂ ;

*Standard Operating Procedure (SOP) for Flare Startups (Manual & Auto

*If SOP in SSM Plan was not followed, notify site engineer immediately.

matic) and Shutdowns are provided in SSM Plan

Section 2 — Malfunction Events Only
T Check one of the following for each stap!
Step | Corrective Action Procedures for All Malfunctions ) Procedure completed | Procedure Not Applicable
Determine if the malfunction causing an unsafe operating condition (air
Yy entering landfill or piping, smoking, vibration, or otherproblem), which may H 0O
7 harm people, the environment or the landfill gas control equipment.
If conditions are unsafe, notify your supervisor and follow steps under No. 3.
Determine if landfill gas being released to the air (can you smell landfili gas, or ' -
2. | measure/detect uncombusted gas flow?), ) O
If landffill gas is being released, follow steps under No. 3. 7
If unsafe operating condition exists, or landfill gas Is being released to the air,
stop (if possible) landfill gas flow by one or more of the following:
a. Close nearest valve to source of emissions
b. Place a temporary cap on piping
3. c.  Apply other device (i.e., duct tape) O /5
d. Shut down blower
€. Turn off main power disconnect switch to blower
f. _ Other (Describe): __ .
Determine if other personnel/resource (qualified technician, electrician,
4. | consultant or other) are needed for malfunction diagnosis. AT |
If other personnel or resources are not needed, go to No. 6. ; o
Contact qualified resource:
b a. Record contact name, date and time: L] P |
b. Contact site representative with information recorded in No. 5.a. ! )
B, Start malfunction diagnosis. T 3
Determine if other resources are needed to fix the malfunction (qualified T
7 technician, electrician, contractor, on-site resources, manufacturer's /Ef m
s representative, or other).
If other resources are not needed, go to No. 9. ’
Contact qualified resource:
. a. Record contact name, date and time: O =
9. Fix the malfunction. ] N
10 Orice the malfunction is fixed, restart the system per SOP # It had been shut T 0O
““<" | down, and record startup times and dates on this form,
’ Record date that malfunction occurred, date that malfunction was repaired, T .
" | and total time that system was out of service in boxes in Section 1 of this form.
12. | Sign this form, copy it, and place it In the Startup Shutdown, Malfunction file. P [
If the procedures listed above were not followed, contact the site engineer
15, immediately. [ } A
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